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TECHNICAL MADE IN EU toxtile resoarch institute 2010AN1720 ATTEX BY SILLTEX, SA:
FABRIC
Composicao Composition
100% Poliester 100% Polyester
Peso Weight

470 g/ml + 5%
335 gm2 + 5%

Largura
140 cm = 2%

Comprimento das pecas
45 mts+ 10%

Resisténcia a abraséo (Martindale)
UNE-EN 14465:2004+A1:2007
Anexo A, com base em UNE-EN
ISO 12947-2:1999/AC: 2006

N° de ciclos: + 80.000

Borboto

UNE-EN 14465:2004

+A1:2007, UNE-EN ISO 12945-2:2001
4/5

Solidez a fricgao

A seco: UNE-EN ISO
105-X12:2003 4
Molhado: UNE-EN ISO
105-X12:2003 4

Classe ignifuga

UE: EN 1021-1:2006 (cigarro)

EN 1021-2:2006 (fosforo)

UK: BS 5852:2006 (cigarro)

BS 7176-2007 Low Hazard

D: DIN 66084:2003 classificacao P- b
USA: CAL TB 117:2000 Secéo E, Parte 1
(C.S. 191-58 CLASS 1)

NFPA 260:2009 Cover fabric CLASS 1

Condicdes ignifugas dependentes do tipo
de espuma utilizado.

Cor

Poderao existir variacdes de cor entre
os diferentes lotes dentro do padrao
estabelecido comercialmente

Absorgao acustica
UNE-EN ISO 10534-2:2002
Pico de absorcao de som: < 0,9

Manutengao e limpeza
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IGNIFUGO

Garantia
De acordo com termos e condicdes
de garantia de fabrica.

470 g/ml + 5%
335 gm2 + 5%

Width
140 cm + 2%

Roll Length:
45 mts+ 10%

Abrasion resistance (Martindale)
UNE-EN 14465:2004+A 1 :2007
Annex A, based on UNE-EN

ISO 12947-2:1999/AC: 2006
Rubs: + 80.000

Pilling

UNE-EN 14465:2004

+A1:2007, UNE-EN ISO 12945-2:2001
4/5

Fastness to rubbing
Dry: UNE-EN ISO
105-X12:2008 4
Wet: UNE-EN ISO
105-X12:2008 4

Flammability

UK: BS 58256:2006 (cigarette)

BS 7176-2007 Low Hazard

UE: EN 1021-1 :2006 (cigarette)

EN 1021-2:2006 (match)

D: DIN 66084:20083 classification p. b
USA: CAL TB 117:2000 Section E, part 1
(C.S. 191-53; CLASS 1)

NFPA 260:2009 Cover fabric CLASS 1

Flammability performance is dependent on
toam used.

Colour

Batch to batch colour variations may occur
within commercial tolerances

Acoustic Absorption
UNE-EN ISO 10534-2:2002
Acoustic absorption peak: < 0,9

Cleaning and washing
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FIREPROOF

Guarantee
According to the factory's terms and
conditions of guarantee.
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